斜視測量程式Strabismus PD  V2.0  2008/08/14 
稜鏡度(Prism diopter)是測量稜鏡的單位，一個稜鏡度是指使光線在1公尺遠的地方偏移1公分。

本程式是利用 “紅/藍” 或 “紅/藍眼鏡”當濾色鏡(Filter)，使左右眼各只能看到一個圖形。

依妳使用的眼鏡選擇Filter，例如下圖的眼鏡是右藍左紅，應選第3個OD Blue, OS Red。

測試時，讓被測者坐在眼睛離螢幕60公分的位置，眼睛正對螢幕中央。
如果被測者平時有一眼明顯偏離中心，則以沒偏離中心的一眼為注視眼(Fix Eye)
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測試時，讓被測者將十字形的圖形，移到圓形圖的中央，再按下滑鼠左鍵即可。
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這時螢幕的右上方會有數據，其意義為:

BL: 2.6 = Prism Base Left(稜鏡基底向左) 2.6稜鏡度  

BD: 1.3 = Prism Base Down(稜鏡基底向下) 1.3稜鏡度

OS = 左眼受測 

若要離開程式，按下滑鼠左鍵或按ESC鍵即可。

Calibration: 校準

[image: image3.jpg]®. Strabismus PD

Filter

® 0D Red, OS Blue
C 0D Red, OS Green
C 0D Blue, OS Red

C 0D Green, OS Red

Strabismus PD

Yilip Sem
2008 V20
Taiwan

Sun_oph@Yahoo.com





· 第一次使用時，需按”Calibrate”並且拿尺量你的螢幕，這樣程式才能準確運作。
· 按箭頭使短細線移到距離角落150 mm的地方，在按”Done”儲存即可。
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· OS = 左眼

· OD = 右眼

· BR = Base Right = 稜鏡基底向右

· BU = Base Up = 稜鏡基底向上

· BL = Base Left = 稜鏡基底向左

· BD = Base Down = 稜鏡基底向下

Minimum System requirement:

· 需要用19吋或更大的螢幕，解析度最少 1280*1024 。

· 最好在暗一點的室內操作!

如果被測者不是坐在眼睛離螢幕60公分的位置，則應自行換算校準線的長度

For example:
  A. seat 1 meter from the tester: 

    equal length of the X & Y = 150 mm * (1m/60cm ) = 250 mm on your screen (25 PD)

  B. seat 2 meter from the tester: 

    equal length of the X & Y = 150 mm * (2m/60cm ) = 500 mm on your screen (25 PD)

More…

With the tester head tilt, head turn, chin up/down, plus power glasses, there are more interesting information attended, an auto diagnostic suggestions may come out , with cranial nerve palsy, over AC/A, progress of thyroid ocular myopathy…. 

Download site: http://ilufa.110mb.com/Strab.zip
Bugs Report: please email to sun_oph@yahoo.com
